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Abstract— This paper examines the effect of loading a 
microwave cylindrical cavity with radially slotted dielectric rod. 
Although, methods for the computation of the resonant 
frequency of dielectric loaded cavity have been presented in the 
literatures, the effect of placing radial slots on axisymmetric 
dielectric load in relation to the cavity resonance has not been 
studied. The study was carried out using a cylindrical TLM 
solver developed in MATLAB. A parametric check on the effect 
of varying the slot depth and width shows that the slot width has 
greater effect on the cavity resonance than the slot depth. It was 
also discovered that multiple narrow slots on the load affects the 
resonance frequency of the cavity more than a single wide slot. 
The effect of periodicity of the slots on the resonance frequency 
was also examined.   
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I.  INTRODUCTION  
Dielectric loaded cavities are special type of resonator and 
have found applications in microwave filters for satellite and 
mobile communication as a result of their small size, low loss 
and temperature stability [1], [2]. These applications have 
attracted further research and there are a significant number of 
publications reporting the numerical calculation of resonant 
frequencies of canonical metallic cavities loaded with dielectric 
resonators [3]–[9].  
The perturbation method [10], [11], where a 
dielectric/metallic rod is inserted into the cavity, is the most 
common practice to tune the resonant frequency of the cavity. 
With this method, the resonant frequency of the cavity can be 
controlled by the material properties of the inserted rod or by 
adjusting the amount of penetration into the cavity [12]. The 
method proposed in this paper uses a slotted dielectric rod, in 
the place of plain dielectric rod, to tune the resonant frequency 
of a cavity. A parametric check on the effect of varying the 
depth and width of the slot on the resonant frequency of the 
cavity was carried out. The effect of periodically arranging the 
slot on the load was also investigated. 
II. METHOD 
The cylindrical Transmission Line Matrix (TLM) method 
was used for this study because the method provides a suitable 
procedure for the simulation of this type [13]. TLM is known 
to be a versatile numerical tool in solving electromagnetic 
problems because of its stability, ease of application and 
capability for wideband applications and its ability to take into 
account the material properties [14]–[16]. A solver was 
developed, based on cylindrical TLM using MATLAB, for the 
cavity simulations.  
 In order to verify the accuracy of the developed solver, an 
air-filled cylindrical cavity (relative permittivity, 𝜀𝜀𝑟𝑟 = 1 and 
relative permeability, 𝜇𝜇𝑟𝑟 = 1) with known analytical solution 
was modelled using the developed solver. The radius, rc of the 
cylindrical cavity is 40 mm and the height, h is 75 mm. 
The analytical resonant frequency (𝑓𝑓𝑛𝑛𝑛𝑛𝑛𝑛) was calculated as:  
𝑓𝑓𝑛𝑛𝑛𝑛𝑛𝑛 = 12𝜋𝜋√𝜇𝜇𝜇𝜇 ��𝑃𝑃𝑛𝑛𝑛𝑛𝑟𝑟𝑐𝑐 �2 + �𝑛𝑛𝜋𝜋ℎ �2   (1) 
where 𝜇𝜇 and 𝜀𝜀 are absolute permittivity and permeability 
respectively and 𝑃𝑃𝑛𝑛𝑛𝑛 is given in TABLE I: 
TABLE I.  Comparison of the analytical results with the 
simulated results for the cavity loaded with plain dielectric rod. 
𝑛𝑛 𝑃𝑃𝑛𝑛1 𝑃𝑃𝑛𝑛2 𝑃𝑃𝑛𝑛3 
0 2.405 5.520 8.654 
1 3.832 7.016 10.174 
2 5.135 8.417 11.629 
The cavity was excited such that only the Transverse 
Magnetic (TM) modes were generated. The analytical resonant 
frequency for the dominant mode (TM 010) of the air-filled 
cylindrical cavity is 2.8708 GHz. The simulated frequency 
2.8740 GHz compared with the analytical result is accurate to 
less than 0.1 % error. The simulated result is as shown in Fig. 
1. Having confirmed the result of the solver for the unloaded 
cavity is satisfactory, the first mode of the cavity is set as the 
point of reference for all other results. 
 
Fig. 1. Simulated resonant frequency for an air-filled cylindrical cavity 
The effect of a plain dielectric rod on the resonant 
frequency of the cavity was first investigated as a benchmark 
for its slotted counterpart. The dielectric loaded cylindrical 
cavity problem presented by Chan et al.  [17] was simulated 
using the developed cylindrical TLM solver. The loading 
dielectric rods considered was coaxially positioned at the 
center of the cylindrical cavity as shown in Fig. 2a. The 
dielectric load was 20 mm in diameter with permittivity, 𝜀𝜀𝑟𝑟 = 
25.  
The distribution of the permittivity in the coaxially 
dielectric-loaded cavity is anisotropic in nature unlike the air-
filled cavity with evenly distributed permittivity at every point 
in space. In the dielectric-loaded case, there are two materials 
of different permittivity values inside the cavity – air (𝜀𝜀𝑟𝑟 = 1) 
and the dielectric material (𝜀𝜀𝑟𝑟 = 25). In order to minimise 
errors due to mesh dispersion, the permittivity difference 
should be taken into account when dealing with the space 
discretisation of TLM [18]. Generally, the choice of discrete 
length (∆l) in TLM model depends on the shortest wavelength 
of interest. It is recommended that ∆l should be less than 𝜆𝜆 10⁄  
in order to avoid dispersion error [19]. Therefore, to implement 
the dielectric load correctly, 𝜆𝜆 10⁄  dispersion constraint means 
that the dielectric material with higher relative permittivity 
value requires corresponding smaller nodes. Number of nodes 
in the dielectric layer is calculated as the ratio of the number of 
nodes in the air to the square root of the permittivity value of 
the dielectric material.  
  
(a) Plain dielectric 
rod load 
(b) slotted dielectric rod 
load 
 
Fig. 2. Simulated dielectric loaded cylindrical cavity 
The simulated results compared well with the analytical 
results and the simulated results obtained by Chan et al [17]. 
The simulated results from the developed solver also compared 
well with the simulated results obtained by Jukovic et al. [20] 
for the same problem. The results are as shown in Table 1.  
When the result of the solver is confirmed satisfactory, the first 
mode of the dielectric-rod loaded cavity is set as the point of 
reference for all other results. 
TABLE II.  Comparison of the analytical results with the 
simulated results for the cavity loaded with plain dielectric rod. 
Mode Analytical 
(GHz) 
Chow 
(GHz) 
Jukovic 
(GHz) 
Simulated 
(GHz) 
TM010 1.0189 1.019 1.0396 1.019 
TM020 3.5702 3.574 3.5592 3.567 
III. SLOTTED DIELECTRIC-ROD-LOADED CAVITY: SIMULATION 
AND RESULT DISCUSSIONS 
A radial slot of width, w and depth d was cut into the 
dielectric rod described in section II at height, hs as shown in 
Fig. 2b. A parametric study of the effect of varying both the w 
and d on the resonant frequency was carried out. The size of w 
was varied while keeping d at 5mm and the result is as shown 
in Fig. 3. The size of d was then varied while keeping w at 
5mm and the result is as shown in Fig. 4. It is observed that 
both variations in width and in depth affect the resonance 
proportionately but the width however has higher effect on the 
resonant frequency of the cavity than the depth (See Fig. 5). It 
can be deduced from these results that a slot-dielectric rod with 
well calculated width and depth can be used to control the 
resonant frequency of the cavity in a significant way. 
 
Fig. 3. Effect of slot width variation on the resonant frequency of the cavity 
with d = 5mm, ℎ𝑠𝑠 = 38 mm. 
 
Fig. 4. Effect of varying the slot depth on the resonant frequency of the 
cavity with w = 5mm, ℎ𝑠𝑠 = 38 mm. 
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Fig. 5. Comparison of the effect of slot depth and slot width on the resonant 
frequency of the cavity with ℎ𝑠𝑠 = 38 mm . 
To investigate the effect of multiple slots on the cavity 
resonance, more slots were added to the dielectric load. The 
gap between two slots was set to the same value at all times 
and equal w and d were maintained for all slots. The result is as 
shown in Fig. 6. It is observed that the higher the number of 
slots incorporated on the load, the higher the frequency 
becomes. 
 
Fig. 6. Effect of multiple slots on the resonant frequency of the cavity (ℎ𝑠𝑠 =38 mm for 1 slot , ℎ𝑠𝑠 = 30, 40 and 50 mm for the 3 slots and ℎ𝑠𝑠 =20, 30, 40 , 50 and 60 mm for the 5 slots. 
Further investigation is required to fully understand the 
effect of the slot positioning on the resonant frequency of the 
cavity. There was no visible effect shown in association with 
the positioning of a single slot at different location on the 
dielectric load. The positions of slots were varied in order to 
check the effect of positioning in multiple slots application, 
while keeping the w and d constant. The results are as shown in 
Fig. 7. It could be deduced from the results in Fig. 7 that the 
effect of the slot location on the resonant frequency of the 
cavity is not as significant as that of the width, the depth and 
the periodicity of the slots.  
 
 
Fig. 7. Effect of slot location on the resonant frequency of the cavity  
     In order to verify further the effect of the multiple slots, the 
result of the simulation for three 5mm slots was compared 
with that of a single 15mm wide slot while keeping the depth 
at 5mm. The result shows that the three narrow slots produced 
a higher shift in the resonant frequency as depicted in Fig. 8. 
 
Fig. 8. Comparison of a single slot (w =15mm, ℎ𝑠𝑠 = 38 mm ) to three 
narrow slots of combined equivalent width (w =5mm, ℎ𝑠𝑠 =30, 40 and 50  mm). 
It can be deduced from the result that it is more effective to 
shift the resonant frequency higher with multiple slots than 
with a single wide slot. This result also shows that the increase 
in the frequency is not just as a result of reduction in the total 
volume of the dielectric at the center of the cavity but also due 
to the position of the slot on the load. 
IV. CONCLUSIONS 
The effects of the dielectric load with slot on the resonant 
frequency of the cavity have been determined using the TLM 
method.  An electromagnetic solver was developed in 
MATLAB based on cylindrical TLM algorithm and was 
applied to the modelling of a cylindrical cavity loaded with a 
slotted dielectric rod. A parametric study of the effect of slot’s 
width, slot’s depth and the periodicity of the slot on the 
dielectric rod was carried out in order to determine how these 
variations affect the operating frequency of the cavity. 
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The numerical results obtained show that a cavity loaded 
with a slotted dielectric rod resonates at a higher frequency in 
comparison with its conventional plain dielectric rod of the 
same diameter. This frequency can further be increased by 
increasing the width and depth of the slot or by using multiple 
slots. Application of multiple slots on the dielectric rod was 
found to produce higher resonant frequency compared to a 
single wide slot of equivalent width.  
Therefore, slotted dielectric rod with well-calculated depth 
and width can be used to control or regulate the frequency of 
cylindrical cavity resonators. Moreover, the method gives room 
for reusability as a single dielectric material can be used for 
different purposed by controlling the resonant frequency with 
the application of slot(s). 
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